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“When designing a product 
never make compromises.

Customers will always recognize the
 value of quality, efficiency and safety.”

Dougherty Forestry Manufacturing

— Patrick Dougherty, Founder, CEO

Patrick Dougherty

211 W. Canyon Run, Hinton, OK 73047
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The Turbo Mulcher drum-style mulching attachment is 
designed to be the most durable mulcher in the industry.

High Strength Frame  machined billet bearing housing and 
double carbide hammer teeth. The Turbo Mulcher can 
withstand extended work cycles with minimal maintenance. 

Direct Drive Unlike conventional mulchers the Turbo Mulcher 
has a direct drivetrain with no belts, this puts all available 
power directly to the drum, increasing power and torque, while 
reducing maintenance and moving parts. 

More Torque The torque provided by the direct drive the Turbo 
Mulcher reaches peak efficiency at a lower rpm,  allowing for 
Industry leading spool up times and a forgiving torque curve 
throughout the RPM range; this produces consistently fast 
mulching times and high quality finished material.

MOW MULCH SITE PREP
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Anti-Wrap 
Feature

Industrial High 
Strength Bearing

Below Ground Cutting

Double Carbide 
Hammer Teeth

Push Bar

Single Point Greasing
The main bearing of is 30% larger than 
its nearest competitor and the grease 
point is easy to access.

Safety Chains
A curtain of safety chains is a standard 
feature. This helps to prevent debris from 
being directed back on the cab of the 
machine.

60” Cutting Width

Replaceable Skid Shoes

Required Flow: 30-45GPM 
   

Number of Carbides: 30

Cutting Width: 60”

Direct Drivetrain
(No belts or pulleys)

Double Carbide Hammer Drum
The Turbo Mulcher utilizes a carbide 
hammer-style drum. The 2 bolt design 
stays tight longer and allows for below 
ground level mulching.

RPM Gauge
The drum is computer balanced and an 
RPM gauge tells the operator exactly what 
the drum is doing. Located directly in the 
line of sight.

Grab Hooks
Integrated Grab Hooks allow he operator 
to direct fallen material for easier mulching. 

Universal Skid Steer Mount

Tree Size: 2”-8” and over

Dimensions:
Length: 43”     
Width: 84”

Height: 58”
Weight: 2200 lbs



Exceptional AttachmentsTURBO SAW TQ
The Turbo Saw TQ is designed to operate on standard flow skid 
steers providing landowners with a dependable, productive land 
clearing solution. Cut smooth below ground stumps or roll the 
boom back to trim limbs along fencerows. The TQ Turbo saw 
features a forgiving high torque drivetrain and a high strength 
carbide tipped blade capable of easily powering through any 
species of tree.

CUT TRIM CHOP



Hardened Skid Plate
A hardened steel skid 
plate is fastened to the 
cutting disc protecting its 
fasteners from wear. This 
makes it possible to cut 
below ground level.

TS3 carbide tooth technology welded 
directly to the blade for maximum 
durability and production. This blade 
delivers phenomenal cutting power at 
an unbeatable price.

Dimensions:
Length: 90”     
Width: 45”

Height: 45”
Weight: 650 lbs

Required Flow:
15-23 GPM  
Blade Diameter: 
30”
Tree Size: 
1”- 12”+ Diameter  
Optional Herbicide
Sprayer System

Manual Rotating Head
The cutting head can be 
manually rotated from 
horizontal to vertical. 
This is an ideal feature 
for trimming limbs or 
cutting along fence 
rows.

Optional Herbicide Sprayer System
The Turbo Saw can be equipped with an 
optional sprayer to treat stumps for 
regrowth. This system includes: a 5 gallon 
sprayer tank, a 1-GPM pump, and a brass 
spray nozzle. All sprayer system components 
are housed safely inside the frame.



The Turbo Saw RT is the medium-duty Turbo Saw designed to 
offer operators with a highly productive attachment for large 
scale land clearing applications. The Turbo Saw RT works 
with high-flow and standard flow skid-steers and features 
an industry leading 90 degree hydraulic rotate function that 
allows ground level cutting or limb work to be accomplished 
without the operator leaving the safety and comfort of the skid 
steers cab. Additional features of the Turbo Saw RT include 
an optional herbicide spray system, and a 30” blade featuring 
removable TS3 carbide cutting teeth. 
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CUT TRIM CHOP



The indexable 4 sided tooth can be 
easily rotated to a new edge in the 
field. A German engineered wedge lock 
system keeps the tooth tight. The total 
life offf the teeth is up to 500 hours 
even while cutting below ground.

Dimensions:
Length: 90”     
Width: 45”

Height: 45”
Weight:1100 lbs

Required Flow:
15-45 GPM  

90 Degree Hydraulic
Rotate

Blade Diameter: 
30” (Optional 34” Blade)
Tree Size: 
1”- 24”+ Diameter  
Cut-Rate: 
4-10” Per Second  

Electrical Plug Options:  
14-PIN, 8-PIN, Bobcat 7-Pin, DFM 
Button Harness

Optional Herbicide
Sprayer System

Hardened Skid Plate
A hardened steel skid 
plate is fastened to the 
cutting disc protecting its 
fasteners from wear. This 
makes it possible to cut 
below ground level.

Ingenuity in Frame Design
The frame has been designed to 
give the operator a 7’ reach from 
the attachment plate to the tip 
of the blade. All the hydraulic and 
electric components have been 
fitted inside the frame to protect 
them from operational hazards.

Optional Herbicide Sprayer 
System
The Turbo Saw can be equipped with 
an optional sprayer to treat stumps 
for regrowth. This system includes: 
a 5 gallon sprayer tank, a 1-GPM 
pump, and a brass spray nozzle. 
All sprayer system components 
are housed safely inside the 
frame.



Exceptional AttachmentsTURBO SAW RS

CUT TRIM STUMP GRIND

The Turbo Saw RS is designed to provide commercial land 
management professionals with the ultimate in land clearing 
versatility. The Turbo Saw RS features an industry exclusive 
dual axis boom capable of both swinging laterally in a 5 foot 
arch and rotating 90 degrees from horizontal to vertical all 
with fingertip precision from the safety of the skid steers cab.  
Cut trees at ground level, rotate to trim limbs or cut the canopy 
of felled trees into manageable pieces. The Turbo Saw RS can 
do it all, even high production stump grinding using the 
exclusive multi-surface cutting disc.



The indexable 4 sided tooth can be 
easily rotated to a new edge in the 
field. A German engineered wedge lock 
system keeps the tooth tight. The total 
life of the teeth is up to 500 hours 
even while cutting below ground.

Dimensions:
Length: 90”     
Width: 45”

Height: 45”
Weight:1250 lbs

Required Flow:
15-45 GPM  
Blade Diameter: 
30” (Optional 34” Blade)
Tree Size: 
1”- 24”+ Diameter  
Cut-Rate: 
4-10” Per Second  

Electrical Plug Options:  
14-PIN, 8-PIN, Bobcat 7-Pin, DFM 
Button Harness

Optional Herbicide
Sprayer System

Stump Grinding Depth: 
18”+

Hardened Skid Plate
A hardened steel skid 
plate is fastened to the 
cutting disc protecting its 
fasteners from wear. This 
makes it possible to cut 
below ground level.

Ingenuity in Frame Design
The frame has been designed to 
give the operator a 7’ reach from 
the attachment plate to the tip 
of the blade. All the hydraulic and 
electric components have been 
fitted inside the frame to protect 
them from operational hazards.

Swing Capability
The boom swings in 
an 5’ arch
allowing for controlled 
feed into material 
on uneven terrains.  
It also enables the 
stump grinding 
function to grind up 
to a depth of 4” in a 
single pass.

Optional Herbicide Sprayer 
System
The Turbo Saw can be equipped with 
an optional sprayer to treat stumps 
for regrowth. This system includes: 
a 5 gallon sprayer tank, a 1-GPM 
pump, and a brass spray nozzle. All 
sprayer system components are 
housed safely inside the frame.



Tractor Saw Models: LT3200 & TR3200
The Turbo Saw designed for tractors are the ideal land 
clearing solution for any compact tractor with at least 28 
horsepower and a 540 PTO. The tractor saws are capable of 
safely and efficiently removing up to 12” diameter trees at or 
below ground level leaving a clean smooth stump. The Turbo 
Saw model LT features an integrated pushing bar that easily 
directs the fall of the tree away from the tractors cab. While 
the model TR offers a hydraulic grapple feature doubling it’s 
productivity, allowing the attachment to cut and drag them in 
one easy process. 

Exceptional AttachmentsTRACTOR SAWS

CUT PUSH STUMP



Hoses and Couplers Included 
(TR3200)
All hoses and couplers that operate 
the grapple function on the TR3200 
are included with the TR3200

MODEL: TR3200

Integrated Pushbar
The Pushing Bar allows the operator 
to direct the fall of the tree away 
from the tractor.

Category I & II, 3-Point Hitch
Each Tractor Saw comes with category 
I pins with category 2 adapter blushings 
to mount to most tractor with ease.

MODEL: LT3200

Blade Shield
The Blade Shield offers 300 of protection 
from debri. the blade shield doubles as 
skids so the operator can float the saw 
along the ground while making the cut.

Built In Slip Clutch
In case the attachment is crowded out, two 
slip clutches protect the drive-line.

Heavy Duty Gearbox 
The Turbo Saw TM  has a a heavy duty 
gearbox. The gearbox has a 1 year, 
unlimited hour warranty.

Dimensions:
Length: 67”     
Width: 38”

Height: 43”
Weight: 625 lb

Recommended Horsepower: 
Range 28hp-75hp PTO

   

Tree Diameter: 
1”-12”
Cute-Rate: 
3-6” Per Second

Dimensions:
Length: 67”     
Width: 38”

Height: 43”
Weight: 810 lb

Recommended Horsepower: 
Range 28hp-75hp PTO

   

Cute-Rate: 
3-6” Per Second

Hydaulic Grapple Clamp
(TR3200)
The TR3200 features a 
hydraulic grapple clamp 
that acts as a pushing bar 
when raised and can carry 
out trees when lowered.

TS3 Cutting Tooth System 
The TS3’s impact resistant carbide 
allows for ground contact and it can be 
rotated 3 times for up to 500 hours of 
life. Its durablility lies in the unique carbide 
compund and a low profile bite.

Tree Diameter: 
1”-12”

Integrated Push Bar Integrated Hydraulic Grapple

PTO Included
The PTO shaft is included with every Tractor Saw. 



The Super Grapple is the most capable forestry grapple in the 
industry, specifically designed to ensure maximum productivity 
in the demanding conditions of demolition and forestry. The 
Super Grapple features a hidden cylinder design that maintains 
protection throughout the movement range, a high strength 
triple gusseted steel frame constructed of 1,300 lbs steel, and 
two Independent clamps with intelligent valves allowing 
automatic adjustment when clamping uneven loads.  

Exceptional AttachmentsSUPER GRAPPLE

CARRY STACK PUSH



Heavy Duty Tines
The Turbo Grapple is built with 
massive 3/4” thick tines on 
the outside and center. The 
remaining tines are made of 
1/2”material guaranteeing 
maximum durability. The tines 
are welded all the way to the 
tips which prevents them from 
bending sideways if they contact 
a rock or stump.

Hidden Cylinders Design
The hoses and cylinders are 
built into the frame protecting 
them from operational hazards.

Greasable Pivot Points
All the pivot pins on the Super 
grapple are fully greasable allowing 
for maximum operational life of the 
grapple.

Universal Skid Mount
The grapple features a 
universal quick-attach 
mounting plate with 
generous rollback to roll
loads into the bucket 
and reduce stress on 
the clamps.

Dimensions:
Length: 45”     
Width: 84

Height: 55”
Weight: 1,300 lb

Required Horsepower:
60hp+

   

Tine Spacing:
8”  

   

Tine Thickness: 
¾”

Number of Grease Zerks:
4

Hoses and Couplers Included
All hoses and couplers are
included with the grapple.

Ground Friendly 
When used in pasture 
maintenance for stacking cut 
trees the Turbo Grapple is 
designed to float across the 
ground and will not destroy 
grasses like a dirt bucket.

Independent Grapple Tines
Welded hydraulic cylinders 
give maximum clamping power. 
The cylinders are powered 
independently to grabs uneven 
loads.



The Compact Feller Buncher takes timber harvesting 
efficiency to the next level, allowing for first thinning through 
final harvesting at a fraction of the cost of traditional felling 
heads. Thanks to an integrated hydraulic circuit the Feller 
Buncher can attach to any brand of large frame track loader 
blending the strength and proven productivity of ordinary 
drive-to-tree felling heads, with a compact weight saving 
design. 

Exceptional AttachmentsCOMPACT FELLER BUNCHER

CUT CARRY ACCUMULATE



Dimensions:
Length: 45”     
Width: 50”

Height: 75”
Weight:1800 lbs

Max Single Tree Cut Capacity: 
16” Diameter

   

Max Accumulated Capacity:
7 Trees 5” Diameter

Throat Opening: 
27”

Disc Diameter:
40”

Accumulator Arm
The independently 
controlled, accumulator 
arm on the Compact 
Feller Buncher allows the 
operator to cut and carry 
multiple trees at one time.

Ingenuity in Frame Design
The Compact Feller Buncher utilizes a 
computer engineered all steel frame, 
designed for maximum strength and 
durability without excess weight. All the 
hydraulic and electric components have 
been fitted inside the frame to protect 
them from operational hazards.

TS3 Cutting Tooth System
The TS3’s impact resistant carbide allows for 
ground contact and it can be rotated 3 times for 
up to 500 hours of life. Its durability lies in the 
unique carbide compound and a low profile bite. 

Holding Arms
The holding arms are 
operated independently of 
the accumulator arm and 
allow the Compact Feller 
Buncher to carry loads up 
to 27” in diameter.

Cushioned Cylinders
Cushioned hydraulic 
cylinders protect 
against warping and 
excessive wear.

Replaceable Carbide Tipped 
Cutting Disc
DFM products come equipped with long 
lasting carbide teeth that are easy to 
replace in field with simple hand tools.

Full Butt Plate
The Compact Feller Buncher makes use of 
a full butt plate design preventing a severed 
trees weight from being transferred to the 
cutting disc. 

Accumulator Function
A third independently operated accumu-
lator arm allows operators to harvest 
multiple smaller trees, bunching up to 
7 trees 5” in diameter before a drop is 
required.

RPM Gauge for Performance 
Monitoring
An integrated RPM gauge allows instant eye level 
reference and monitoring of cutting disc RPM’s, 
this greatly enhances the efficiency of the cutting 
process and reduces the operator learning curve.

Plug and Play Electrical Controls
The Compact Feller Buncher utilizes advanced 
electrical over hydraulic controls, this allow the 
attachment to be used on virtually any high-flow 
machine without requiring additional auxiliaries.      

Number of Carbide Teeth: 
20
Disc Weight: 
200lbs

High-Speed Cutting Disc
The cutting disc on the Compact Feller 
Buncher turns at 1,800 rpm. Powering 
the cutting disc is a heavy-duty drive train 
consisting of a high speed hydraulic motor, 
spherical bearings, and a machined billet 
hub.



FULL PRODUCT LIST

Required Flow: 
15-23GPM

Blade Diameter: 
30” 

Optional Herbicide Sprayer System

Tree Size: 
1”-12”+ Diameter

Optional 90 Degree Manual Rotator

Required Flow:
30GPM 

   

Number of Carbides
30

Cutting Width:
60”

Tree Size:
1” - 8” Continuous 12+ Intermittent

Required Flow: 
15-45 GPM  

Cut-Rate: 4-10” Per Second  

Stump Grinding Depth: 
18”+

Optional Herbicide Sprayer System

Tree Size: 
1”- 24”+ Diameter  

Blade Diameter: 
30” (Optional 34” Blade)

Electrical Plug Options: 
14-PIN, 8-PIN, Bobcat 7-Pin, DFM Button Harness

Required Flow:
15-45 GPM  

Blade Diameter: 
30” (Optional 34” Blade)

Tree Size: 
1”- 24”+ Diameter  

Cut-Rate: 4-10” Per Second  

Optional Herbicide Sprayer System

Electrical Plug Options: 
14-PIN, 8-PIN, Bobcat 7-Pin, DFM Button Harness

90 Degree Hydraulic Rotate



Max Single Tree Cut Capacity: 
16” Diameter

Max Accumulated Capacity :
7 5” Diameter

Throat Opening: 
27”

Disc Diameter:
40”

Number of Carbide Teeth: 
20

Disc Weight: 
200lbs

Required Horsepower:
60hp+

   

Tine Spacing:
8”  

   

Tine Thickness: 
¾”

Number of Grease Zerks:
4

Required Horsepower:
28hp+

   

Recommended Horsepower: 
Range 28hp-75hp PTO

   

Tree Diameter: 
1”-12”

Cute-Rate: 
3-6” Per Second

Integrated Push Bar

Required Horsepower:
28hp+

   

Recommended Horsepower: 
Range 28hp-75hp PTO

   

Tree Diameter: 
1”-12”

Cute-Rate: 
3-6” Per Second

Integrated Hydraulic Grapple
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